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Outline

A Introduction

A Established Services

A Broadband & Broadcast

A Direct to Handheld

A Satellite 10T

A Data Offload & Backhauling

A Emerging Services
A Planetary Communications
A Quantum Communications

A Historical Evolution, Challenges & Opportunities, Open Research Topics
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Setting the Scene: NTN and SatComs

e 35786 km
% Q Expectations CK‘ 300-1500 km e N

AUbiquitous coverage / Digital Divide
AMaritime/aeronautical/Rural areas
Awide area content delivery / data collection Stratosphere
ADirect smartphone/vehicle access :' ;" Low atmosphere

. Low Earth Orbit

§ SatComs vs HAPS vs UAVs

ASystem Coverage Area

A
ARegulations / Sovereignty
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6G SatComs Renaissance

A Economy
A Private/Venture Capital
A Cheaper/Frequent launches
A Economies of scale
A 3GPP, Conveyor-belt production

A Communication Technology
A New architectures
A Large LEO constellations
A Multi-layered satellite systems
A Regeneration
A Active elements in the sky
A COTS in space

nni.ln | ST



5 Myths

1. Satcom Data Services appeared recently
2. LEO constellations were launched in the 215t century

3. Smartphones get broadband through satellites

4. SatComs are strictly faster than optical fibers

5. SatComs only target internet access

uni.ln | ST



5 Realities

1. Media consumption has become non-linear et s ¢
l\nw'?.f*ﬂﬂ Fiety
2. Satcoms become progressively regenerative

3. Satellites are equipped with large active antennas

4. Intersatellite links have been in use for decades

5. Al Chipsets have flown in space

B s
-
Wiy
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Historic Evolution

A Direct to Home Broadcast
A Main revenue stream for decades

A Ingredients:
A GEO Satellites
A fiBemitpeo architecture
A Wide or linguistic beams
A No return link
A Linear TV service

A Wide coverage & Common linear content
A Optimal distribution platform

il | SNT
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Broadband & Broadcast

A Internet Services
A OTT Streaming

A Ingredients:
A GEO Satellites
A Multibeam architecture
A Return link
A P service

A Individual VSAT broadband links
A Why treat them together?

A Digital Subscriber Line DB B

SATELLITE

uni.lu | ST
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NGSO Constellations

A MEO mPower
A LEO Starlink, OneWeb etc.

A Multilayered:
A Eutelsat + OneWeb G/L
A SES + Starlink G/M/L

A Ingredients:
A Local coverage beams
A 10x-100x Kms
A Mobility & Tracking antennas
A Broadband internet

AT



User Terminals TN

A SWaP (Size, Weight, and Power) ’ |
A Residential, Aero, Maritime Rx Tx
A Space to Space = =

A Plug&Play
A Electromechanical beam steering

A Multibeam connectivity

A Handovers
A Multi-orbit

A Terrestrial Integration
A Dual-use Terminals

Ve

A Fixed Wireless Access

uni.lu | ST



13 . EI--IEI
Is Broadcasting Dead? = S,

LR iy
A 11 : : . % o J (el = —*,' \
A Inefficient Content Distribution = ol ﬁ‘“nﬁﬂ B
a e D-.lhfs - ", 2e

A Architectural Integration with 3GPP =T
A i ww_‘.. e
A Interface to broadcasters a

A 5G Broadcast _ W.,E:iwﬁ __________ I E - e

#1) Internet Server /
Date center

A Multi-layered Systems
A Adjustable broadcast region

A Terrestrial Caching T~

A As close to the end-user we =

A Telco cloud, CU, DU A
(tA)) ((A)) (W) ((R) (tR) (w)

RRU RRU RRU RRU RRU RRU ° ' | SnT
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System Orchestration

v

A Complicated orchestration
A Quick handovers
A Hotspots/Notspots
A Multi-orbit, Multi-connectivity
A Intersatellite links

v

A Integration Layer + Functional Split
A Waveform, Carrier, Architecture
A 5GNR vs Non-3GPP access

A Open Challenges
A Open RAN philosophy

A Distributed GW Network
A Scalability

Non-RT-RIC

wni.ln | SOT
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Example: Traffic-aware Beam Footprint Design

A Results : [Honnaiah21]

Time: '"1'hour

[=<3
o

B e T =
e | ‘ et P
= ‘ o

& [ | (A =

% ‘ | |

B |

Latitude in degrees
5 & 8 &8 8 &8 3 o

W
wn
T

w
=l

Longitude in degrees

Adaptive beams at different
time stamps of a day.

[Honnaiah2021] P. J. Honnaiah, N. Maturo, S. Chatzinotas, S. Kisseleff and J. Krause, "Demand-Based Adaptive Multi-Beam Pattern and Footprint Planning for
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Adaptive beams with Ships/
Maritime User locations at
different time stamps of a day.

uni.lu | ST

Adaptive beams with Flights/
aeronautical User locations at
different time stamps of a day.

High Throughput GEO Satellite Systems," in IEEE Open Journal of the Communications Society, vol. 2, pp. 1526-1540, 2021, doi: 10.1109/0JCOMS.2021.3093106.
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Example: Slicing over Dynamic Topologies

A Results : [Minardi23]

25

Bl Ref. 2
B Ref. 1

SDN GEO satellite IIDTAR, T=2
controller i -DTA-R, T=4
BDTA-R, T=6
EDTA-R, T=8
BDTA-R, T=10

N
(e

i) B

-t
o,

Leo satellites

- N
o

Average migrations per VNR (%)

&)

Terrestrial nodes
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Historic Evolution

A Handheld services
A Iridium, Globalstar, Thuraya

A Opportunities:
A Smartphone market

A 6G Ubiquitous coverage
A Device feature i Emergency & Health

A Challenges:
A Fixed smartphone SWAP
A Link Budget (eap ot
3GPP Compliance
Scalability

A
A

il | SNT
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Direct to Handheld

A Key technologies:
A Large Antenna Arrays
A Deployable => Electromechanics

Ve

A In-orbit assembly => Robotics

Ve

A Metamaterials => RIS, Holography ‘3\@*1%\@
A 5G Stack modifications

A 5GNR over Satellite
A ASMS, ICSSC Demos

A AST Tests 2023: ~15 MBps

A Risks:

A Business model uncertainty

A Global coverage, standardization delays
A Device-specific modes

il | SNT
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Open Topics

< |, Space Station

A Spectrum
A Coexistence below 6Ghz- FCC

A Service quality:
A Above 6GHz i mmWV

A UT directivity => Beamforming Earth Station Base Sttion Earth Siation

(ES) (ES)

A Coexistence with Satellite Services
A Scalability
A RRM & Handovers & Roaming

Ve

A Integration with terrestrial systems

A Architectures:
A Cohesive satellite swarms

z

A Cell-free in space

uni.ln | ST
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Example: Cohesive Satellite Swarms

TABLE I: SIMULATION PARAMETERS

Parameter | Value
Pulse Bandwidth 50, 500 MHz
Pulse Shape SRRC
Roll-off Factor 0.2
Oversampling Factor 4
Carrier Freq. 20 GHz
Position distribution Gaussian
Position Std-Dev oy, 500, 1000 m
Number of Nodes 8,16, 256
Transmit Antenna Omnidirectional
Number of repetitions for averaging 200
Number of SRRC samples 41
Number of re-sampling samples (Oversampling) 4
Re-sampling order Cubic

[Duncan23]5dzy Ol y S | f oX

al I NySaaay3

DIC S| ) one ‘\-\\\\‘
\dl’lll’\\l} l Distribution Zon \“\\\0; A
78 Rl
' ro
Propagation Direction
/ | |
| |
| |
£ | |
[P } ,
e > | |
\ e I I
\ £ ; | |
\ F d, —
Sat, ‘ I I
\ i r ¢ | |
~~ s | |
‘ ‘. ! |
, | =7
L |//
BaudRate 500 MHz, 256 Nodes with Position Std-Dev «_ 500.0 meters
50 . . ‘ £
40 4 E
—~ 130 F
c T N maa aememe e R ErF T e r e
© EE YRy
O 20t T 1
Gain of real-valued pulse v
10r Prr: Gain with pulse and phase e VPN |
Std-Dev of Prr e
=-—====- Pyr: Correlation/Similarity
D 1 1 Il 1
0 2 4 6 8

# Angle (Deg)

A Results : [Duncan23]

Fig. 8: Average expected Gains for multiple realizations of the array distri-

bution. Baud Rate 500 MHz, 256 Nodes, op = 500 m. (200 realizations)
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Internet of Things

v

A ORBCOMM:
A ~ 30 LEO Satellites
A Founded 1993

A Opportunities:

A Cheaper access to space
A Integrated ST access e.g. 3GPP

v

A Plethora of ventures
A Lower rates
No need for constant coverage
Stand Alone or Integrated
A Starlink + Swarm

A
A

nni.ln | ST



Satellite I1oT

A Multiple protocols/waveforms
A LoRa, NB-IoT, Legacy
A Direct access vs Relaying/Fronthauling

A 5GNR Integration
A Mobility i Doppler
A Latency i Protocol timers

A Low-power, low-form factor transceivers
A Closing the uplink
A Transmit power
A Antenna aperture
A Orchestration

Ve

A Resource allocation / Scheduling

—5—
7

Relay NO/

@ User Equipment
End Point

High density of nodes

. ‘
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Example: Resource Allocation for Satellite 10T

¥

X | " A Results : [Kodheli22]

.
2, 3=0.7, y=0.1)
g
g R = 103 kbit/s
3
? 0 500 1000 1500 2000 2500 3000 3500 4000
© Maximum KPI 2 (o =0, 3= 0.4, v = 0.6)
200 gmemo O (i 7 B g R T R
z&,\ 3L BRI
¥
100
Geographical area of interest with length - L D (k) 0 | R=77 kbit/s
MPRAGH
= = o Exireme
E| |E| & NPRACH
= = ‘E_ Extrame
z |z 5 T NPUSCH for Avaialble NPUSCH for
g |12 |2 B Msg 3 Data Transmission
= |Z| |Z 3 |nemacH|npRaCH
: 2| |%2 £ | Robust | Robust
Access Phase Data Phase
* > %00 1000 1500
, , L (km) ']T
[Kodheli22] O. Kodheli, N. Maturo, S. Chatzinotas, S. Andrenacci and F. ZimméoT'NB LEO Satellites: An Efficient Resource Allocatiategy for Uplink Data l“, "I | ol

Transmission," in IEEE Internet of Things Journal, vol. 9, no. 7, pg550B4April 2022.
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Historic Evolution

A Legacy use cases:
A B2B

A News gathering
A Island connectivity

7

A Margins under treat

Terrestrial infrastructure
Underwater fiber optics Spacease et

o e,

A
A

AServe Space rather

il | SNT
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SAT-SPIN (Satellite Communications via Space-Based Internet Service)

A Connecting space missions using space ISPs
A Apps: Earth Observation, Human Flight, loT,

IOD/I0V, Scientific
A Services: Data Offload, TT&C

A Space-based internet providers
A Starlink, O3b mPower and Oneweb

A User Terminals

A Space mission at

A Biomas space mission i
Sunsynchronuous orbit with 6 6 6

A Agua space missioni
Sunsynchronous orbit with 7 0 5

VLEO (300
km altitud

km alti tude

ST
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SAT-SPIN Challenges

A 2-way beamforming
Fast relative mobility
High Doppler

High speed beam tracking

Power-mass limitations for antenna arrays
on missions

Asymmetric UL-DL

v v v P

™

i

Figure 14 GetSat MilliSat LW
(dimensions: 52 cm diam., 23 cm height)

A
K™

Figure 15 Kymeta u8
(dimensions: 89.5 cm x 89.5 cm x 12.3 cm)

A Insights:
A MEOs offer better coverage than LEOs
A UL is the most critical link
A 10s of MBps are achievable

Figure 16 GetSat Sling Blade
(dimensions: 73 cm x 10 cm x 84 cm)

w

A
»
w1
v/

% /

*/

B ¢
. Ve
e .
b=~
v N S R——

Figure 17 Tﬁnkcgw ThinWave
(dimensions: 91 cm diameter, 36 cm height)

AConnecting Space Mi s

[ Chougr a
|1 arkie2809.i66991 i ty Studyo,

2 3]
Const e i

ni
at ons:

Figure 18 Cesium Nightingale |, antenna
(dimensions: 12 cm x 8.3cm x7.3cm)

SO

©

Figure 19 Cesium Nightingale |, peripheral
(dimensions: 0.5cm x 8.4 cm x 1.3 cm)
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31 OExt-Tarrestrial 6 Communications

Space Communications beyond the Earth

A 6G SatComs will extend beyond the Earth
A Clear analogy with Earth-based networks, but

Ve

A Space to Ground deployment

A Extreme challenges
A Extreme radiation
A Very large propagation delays
A Limited power budget
A Increased reliability for mission-critical comms

A 6G enablers for future extra-terrestrial comms
A Space Edge Computing
A Al-accelerated Comms
A Distributed processing
A Ultra-reliable comms

Relay >
Satellitef LN

Common Extralerrestrial Links
1. Trunk/ InterPlanetary links
2. Orbit-to-Ground links
3. Space Proximity links

|

wni.lu | SOT



32 OExt-Tarrestrial 6 Communications

6GSPACE Lab (1)

Ve

oG

A Interdisciplinary Joint Lab
A Communications, Robotics, CubeSats, Concurrent Design

OPE

=—— INTERFACE

Robotic arm
Kinova Gen2

PanCam
Ricoh Theta
360°

ArmCam
LiDAR Intel
RealSense

L515

Nvidia
JETSON
Xavier NX

NavCam
RealSense
camera
D455

Lidar (RS-
Lidar-M1)

SUMMIT-XL
Rover &

| accessories

LUNA LAB

: , - I CAN CONNECTION I I
[SnT 5&Spacelaldttps://wwwir.uni.lu/snt/research/sigcom/5g_space_communications_lab '"". " ‘

UE Workstation

USRPB210

[

USRPN310

SATCOM I

<
NVIDIA.

& XILINX.
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Demo

5G Orbital Capabilities Emulation
5G LLO Mission

iktop » Pre_demo_final_July2022 » Moon_orbiting_scenario_LLO

v
-l - " ey . evvr
176 - h_phase_rad RT = deg2rad(h_phase_deg RT); % h phase
177
178 - Re_h_FW = h_mag_FW .* cos(h_phase_rad_FW): %
179 - Im h FW = h mag_FW .* sin(h_phase_rad_FW): i
180 - Re_h_RT - h_mag-RT «* cos(h hase_:ad_RT); 3

) 181 - Im_h_RT = h mag RT .* sin(h_phase_rad RT); %

b 182
188 = Doppler_tot_FW = Dopplerl(l):
184 - Doppler_tot_RT = Doppler2(l):
185
186 - Delay tot_FW = Range_tot_FW./c: y
P = Delay tot_RT = Range_tot_RT./c; % Final Delay matrix
188
189
180 Swrite (u, 2768.*Re_h FW 327¢ h FW 32768.*I
181 - write (u, *Re h FW/20 327 .*Im h FW/20 327
192 T T
198 -
194
195 - end
196
197
198 - end
<

T € tot FW 76 *Doppler tot FW]l."

oppler_tot_FW],"intlé");

_tot_FW 32768.*D

Command Window
New to MATLAB? See resources for Getting Started.
*"NO &CCe&ss at the time period provided ~

animation time =

'SetAnimation * StartAndCurrentTime "25 Feb 2020 9:54.

(A +
2022/07/21 14:
2022/07/21 14:
2022/07/21 14:

/9071 1

astro — ue@ue-Precision-3640-Tower: ~ — ssh -v ue@10.6.7.13 — 99x6

r:~$ sudo srsue fi

L >U STUACTLON L/7£.10.V.41 LS

2 - 5G station 172.16.0.1 is
3 - 5G station 172.16.0.1 is
4 - 5G station 172.16.0.1 is

e o I

2
74
2

44 :
44
44
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On-board Al é are we there yet?

A On-board Al applications, e.g.

o FEC for regenerative payloads
V To reduce the complexity, and thus the power consumption of FEC decoding algorithms on-board
satellites
o Payload reconfiguration
V To improve reaction time to unexpected events
o Earth Observation applications
V To reduce the amount of data to be sent back to ground

Al Chipset/Trade-Off KPIs  Computational Capacity Memory Power Consumption _ A I—C h | p mu St be ene rgy eff' C | en t
Intel Movidius Myriad 2 1 TOPS ~1W and radlathn tOIerant, Wlth

Intel Movidius Myriad X | 4TOPS 2w memory and computational
Nvidia Jetson TX2 1.33 TOPS 4GB 75 W power adapted to th € targeted
Nvidia Jetson TX2i 1.26 TOPS §CB 10W app lication.

Qualcomm Cloud AT 100 +70 TOPS 144 MB

family (DRAM 32 GB)

AMD Instinct MI25 +12 TOPS 16 GB

Lattice sensAl

Xilinx Versal AT Core family

[Ortiz_ MDPI] Ortiz-Gomez, F.G.; Lei, L.; Lagunas, E.; Martinez, R.; Tarchi, D.; Querol, J.; Salas-Natera, M.A.; Chatzinotas, S. Machine Learning for Radio " “i I“ ‘ S"T
Resource Management in Multibeam GEO Satellite Systems. Electronics 2022, 11, 992. https://doi.org/10.3390/electronics11070992 E —_—
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Al and Satellite Communications: Where?
(T ——————

Ve

> BB > > D> Z > D> > > >

Fontanesi e t

A FOR Space %ﬁ_\ﬁimputmg/ HPC -~

e —— ~—

_— —

/\

g

T | Computing and storage

Congestion Prediction

* Ground network monitoringand Intelligent Network Management = Continuoussatellite control and monitoring

Llnk Ad aptatlon . rcna:agements o = Satellite health analysisand reporting
. U;J;r/?gzrdgfur:lorZLg;I;gguration Payload monitoring, management, and reconfiguration
Traﬁl C CI aSS Ifl Catl O n Ground Segment Network Operations A Space Segment Payload Operations

(NOC) (soc)

Channel prediction / estimation i
= = Network Platforms and Stellits Payloadls
Anomaly Detection in Telemetry Data User Terminals " load(s)

Space
Interference Detection & Classification

Frequency plan optimization
Non-Linear Distortion

Antenna Array Configuration i

Spectrum Management e /v, £ e

Distributed network optimization —

R ‘ —p» Return Link

Ground Segment Network
Operations (NOC)

ST
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Al and Satellite Communications: Why?
———

(Trammg Phase

Input

A Acceleration

Dfi
I Ommal 4{ HF e H

A Timely Near-optimal solutions

/7 Input
Execution Phase

Input
D[]

t
lly
' Fea

—
B

=

A Learning-Assisted Optimization i
A AA Deep Learning Based Accel e i \é?!ff;‘;’"'{
Satellite Resource Management

EUSIPCO2022.

Single-Model DL (SMDL)l

Quantum Techniques

A AEfficient Hamiltonian
onSatComBeam Pl acement

A Power Efficiency

Reduct.

Probl emo, ICC 2023

Input Layer

Ve

X v won

A Near-optimal solutions with few Jouls IS
A Function approximation trough pretraining
A Neuromorphic computing ;“

A Onboard Processing in Satellite Communications Using %

Al Accelerators. Aerospace 2023, 10, 101.

Hidden Layer Indexh

Fontanesi e t al .

Multiple-Model DL (MMDL) _I,

E

Output Layer
Index;j

t,-()ulp:i/t: Spikes

AArtificial | nt el | i geherer € sotrr iSaalt eN d tAmiger kCso:m mAu nS ucravt ei yoon, ar"c'"lIIurJ S"T
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Neuromorphic Computing for Radio Resource Management

A neuromorphic model based on
a spiking neural network
(SNN) and a non-neuromorphic
model based on a
convolutional neural network
(CNN) were developed to
compare the performance of
both approaches.

il | SOT



